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Part 1 Technical Support & Company Information 
 
 MicroRidge Systems, Inc. Technical Support: 
 PO Box 3249 541-593-1656 
 56888 Enterprise Dr 8:00 a.m. to 4:30 p.m. Pacific Time 
 Sunriver, OR  97707-0249 
 
 Web: www.microridge.com 
 E-mail: support@microridge.com 
 
 541-593-1656  FAX 593-5652 

8:00 a.m. to 4:30 p.m. Pacific Time 
 
 
 
Part 2 System Requirements 

The system requirements for the ProCable are as follows: 
 1MB of free disk space. 
 Serial or USB port for transferring setup parameters. 
 Windows 2000 or later operating system. 

 
 
 
Part 3 Known Problems & Workarounds 

There are no known problems with the ProCable. 
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Part 4 Setup Program History 
This program (ProCable_Setup.exe) is for use on a PC to define and transfer the setup parameters to 
and from the ProCable. 
 
 Ver 1.1.0.2  (8-20-08) 

Original release of the ProCable Setup Program for the PC. 
 
 
 Ver 1.1.0.3  (9-2-08) 

Fix a problem when using the Setup program with slower computers.  With a 733 MHz 
computer, the process of transferring the setup parameters to the ProCable would typically fail. 

 
 
 
Part 5 Firmware History 
The firmware is the software that resides within the ProCable. 
 
 Ver 1.10  (8-20-08) 

Original release of the ProCable firmware. 
 
 
 


